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SINGLE SLIDE
Door Specifications

technoguardinc.com (703) 444-5050

Sidelight Panel Insert

Door 
Framing

FEATURES
Auto Closing
Soft Closing
Clear Panels
No Threshold

OPTIONS
Custom Sizes
Right or Left Hand Opening
Hold-Open

Door 
Panel 
Insert
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S 3mm Clear Polycarbonate

Property Test Result
Flame Spread Index ASTM E 84 5
Smoke Developed ASTM E 84 250
Max Air Temp ASTM E 84 544°F
Horizontal Burn ASTM D 635-14 0.0 mm/min.
6mm Polycarbonate Multiwall

Property Test Result
Flame Spread Index ASTM E 84 0
Smoke Developed ASTM E 84 85
8mm Polycarbonate Multiwall

Property Test Result
Flame Spread Index ASTM E 84 5
Smoke Developed ASTM E 84 250

DOOR FRAMING
1.5” x 3” Anodized Aluminum

Property  Result
Yield Strength   35,000 psi
Weight  0.1674 lbs/inch



DUAL SLIDE
Door Specifications
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FEATURES
Auto Closing
Soft Closing
Clear Panels
No Threshold

OPTIONS
Custom Sizes
Right or Left Hand Opening
Hold-Open
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S 3mm Clear Polycarbonate

Property Test Result
Flame Spread Index ASTM E 84 5
Smoke Developed ASTM E 84 250
Max Air Temp ASTM E 84 544°F
Horizontal Burn ASTM D 635-14 0.0 mm/min.
6mm Polycarbonate Multiwall

Property Test Result
Flame Spread Index ASTM E 84 0
Smoke Developed ASTM E 84 85
8mm Polycarbonate Multiwall

Property Test Result
Flame Spread Index ASTM E 84 5
Smoke Developed ASTM E 84 250

DOOR FRAMING
1.5” x 3” Anodized Aluminum

Property  Result
Yield Strength   35,000 psi
Weight  0.1674 lbs/inch



SINGLE SWING
Door Specifications
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FEATURES
Auto Closing
Soft Closing w/Adjustable 
Damper
Hold-Open
Clear Panels
No Threshold

OPTIONS
Custom Sizes
Right or Left Hand Opening
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S 3mm Clear Polycarbonate

Property Test Result
Flame Spread Index ASTM E 84 5
Smoke Developed ASTM E 84 250
Max Air Temp ASTM E 84 544°F
Horizontal Burn ASTM D 635-14 0.0 mm/min.
6mm Polycarbonate Multiwall

Property Test Result
Flame Spread Index ASTM E 84 0
Smoke Developed ASTM E 84 85
8mm Polycarbonate Multiwall

Property Test Result
Flame Spread Index ASTM E 84 5
Smoke Developed ASTM E 84 250

DOOR FRAMING
1.5” x 3” Anodized Aluminum

Property  Result
Yield Strength   35,000 psi
Weight  0.1674 lbs/inch



DUAL SWING
Door Specifications
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FEATURES
Clear Panels
No Threshold
Magnetic Catch

OPTIONS
Custom Sizes
Right or Left Hand Opening
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S 3mm Clear Polycarbonate

Property Test Result
Flame Spread Index ASTM E 84 5
Smoke Developed ASTM E 84 250
Max Air Temp ASTM E 84 544°F
Horizontal Burn ASTM D 635-14 0.0 mm/min.
6mm Polycarbonate Multiwall

Property Test Result
Flame Spread Index ASTM E 84 0
Smoke Developed ASTM E 84 85
8mm Polycarbonate Multiwall

Property Test Result
Flame Spread Index ASTM E 84 5
Smoke Developed ASTM E 84 250

DOOR FRAMING
1.5” x 3” Anodized Aluminum

Property  Result
Yield Strength   35,000 psi
Weight  0.086 lbs/inch


